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be made, whichever is earlier. Before 
continuing en route, the steam loco-
motive owner and/or operator shall de-
termine that it is safe to move the 
steam locomotive, determine the max-
imum speed and other restrictions nec-
essary for safely conducting the move-
ment, and notify in writing the engi-
neer in charge of the defective steam 
locomotive and, if towed, the engineer 
in charge of the towing steam loco-
motive consist, as well as all other 
crew members in the cabs, of the pres-
ence of the non-complying steam loco-
motive and the maximum speed and 
other movement restrictions. 

(e) Special notice for repair. Nothing in 
this section authorizes the movement 
of a steam locomotive subject to a Spe-
cial Notice for Repair unless the move-
ment is made in accordance with the 
restrictions contained in the Special 
Notice. 

§ 230.13 Daily inspection. 
(a) General. An individual competent 

to conduct the inspection shall inspect 
each steam locomotive and its tender 
each day that they are offered for use 
to determine that they are safe and 
suitable for service. The daily inspec-
tion shall be conducted to comply with 
all sections of this part, and a daily in-
spection report filed, by an individual 
competent to conduct the inspection. 
See appendices A and B of this part. 

(b) Pre-departure. At the beginning of 
each day the steam locomotive is used, 
an individual competent to do so shall, 
together with the daily inspection re-
quired in paragraph (a) of this section, 
inspect the steam locomotive and its 
tender and appurtenances to ensure 
that they are safe and suitable for serv-
ice, paying special attention to the fol-
lowing items: 

(1) Water glasses and gauge cocks; 
(2) Boiler feedwater delivery systems, 

such as injectors and feedwater pumps; 
and 

(3) Air compressors and governors, 
and the air brake system. 

(c) Inspection reports. The results of 
the daily inspection shall be entered on 
an FRA Form No. 2 (See appendix C of 
this part) which shall contain, at a 
minimum, the name of the railroad, 
the initials and number of the steam 
locomotive, the place, date and time of 

the inspection, the signature of the em-
ployee making the inspection, a de-
scription of the non-complying condi-
tions disclosed by the inspection, con-
ditions found in non-compliance during 
the day and repaired and the signature 
of the person who repaired the non-con-
forming conditions. This report shall 
be filed even if no non-complying con-
ditions are detected. A competent indi-
vidual shall sign the report, certifying 
that all non-complying conditions were 
repaired before the steam locomotive is 
operated. This report shall be filed and 
retained for at least 92 days at the lo-
cation designated by the steam loco-
motive owner and/or operator. 

§ 230.14 Thirty-one (31) service day in-
spection. 

(a) General. An individual competent 
to conduct the inspection shall perform 
the 31 service day inspection after the 
steam locomotive has accrued 31 serv-
ice days. This inspection shall consist 
of all 31 service day inspection items 
and all daily inspection items. See ap-
pendix A of this part. Days in service 
shall be counted, recorded and readily 
available for inspection when requested 
by an FRA inspector. 

(b) FRA notification. FRA Regional 
Administrators or their delegate(s) 
may require a steam locomotive owner 
or operator to provide FRA with time-
ly notification before performing a 31 
service day inspection. If the Regional 
Administrator or their delegate indi-
cates their desire to be present for the 
31 service day inspection, the steam lo-
comotive owner and/or operator shall 
provide them a scheduled date and lo-
cation for inspection. Once scheduled, 
the inspection must be performed at 
the time and place specified, unless the 
Regional Administrator and the steam 
locomotive owner and/or operator mu-
tually agree to reschedule. If the Re-
gional Administrator requests the in-
spection be performed on another date 
but the steam locomotive owner and/or 
operator and the Regional Adminis-
trator are unable to agree on a date for 
rescheduling, the inspection may be 
performed as scheduled. 

(c) Filing inspection reports. Within 10 
days of conducting the 31 service day 
inspection, the steam locomotive 
owner and/or operator shall file, for 
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